West Lafayette Lilly Nature Center

The Recreation Regulatory Negotiation Committee published the following accessibility guidelines in its final report (Sept 30, 1999). The committee relied
heavily upon the Rereation Access Advisory Committee Recommendations for Accessibility Guidelines for Recreational Facilities and Outdoor Developed
Areas (July 1994). The following prioritization guide derives from this committee:

Priority # 1. Protect resource and environment

Priority # 2. Preserve experience

Priority # 3. Provide for equality of opportunity

Priority # 4. Maximize accessibility

Priority # 5. Be reasonable

Priority # 6. Address safety

Priority # 7. Be clear, simple, and understandable

Priority # 8. Provide guidance

Priority # 9. Be enforceable and measurable

Priorty # 10. Be consistent with ADAAG (as much as possible)

Priority # 11. Be based on independent use by persons with disabilities

AGODA (Accessibity Guidelines for Outdoor Developed Areas) F247.1 mandates trails that have a use for pedestrians are required to comply with F247
and 1017. Install signage per F247 on trails within Lilly Nature Preserve. Signs shall include the following information:

1. Length of the trail or segment;

2. Surface type;

3. Typical and minimum tread width;

4. Typical and maximum running slopes; and

5. Typical and maximum cross slope.

* NOTE : Numbers on this report correlate with the numbers on the attached schematic (Appendix D)
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